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  SparkFun Triple Axis Accelerometer Breakout - ADXL337 

      £10.20    

    The ADXL337 is a small, thin, low power, complete 3-axis accelerometer with signal conditioned analog voltage outputs that measures acceleration with a full-scale range of ±3g.
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      Details
 This board has broken out all the pins you’ll need to get the necessary data from the accelerometers. The breakout is perfect for applications like, disk drive protection, game controllers, and image stabilization.

Getting the ADXL337 Breakout set-up is easy. Simply supply the accelerometer with power (3.3V and GND), then hookup the X, Y, and Z lines of the sensor to ADC pins on your chosen development board and you will be good to go. Bandwidths can even be selected to suit the needed application, with a range of 0.5 Hz to 1600 Hz for X and Y axes and a range of 0.5 Hz to 550 Hz for the Z axis.

It should be noted that this breakout has a maximum voltage of 3.6V. Fortunately, you won’t need a lot of power to make the accelerometers work. In normal operating mode they typically draw about 300 µA.

Features:

	Operating Voltage: 1.8V - 3.6V
	Typical Current: 300 μA
	Range: ±3g
	3-axis sensing
	Bandwidth adjustment with a single capacitor per axis
	1x Mounting Hole
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 Break Away Headers - Straight       £1.26    
    Add to Cart
      

 


	     [image: Triple Axis Accelerometer Breakout - ADXL345]    Triple Axis Accelerometer Breakout - ADXL345       £25.06    
    Add to Cart
      

 






  
  Resources
 	Schematic
	Eagle Files
	Hookup Guide
	Datasheet (ADXL337)
	GitHub (Design Files & Example Code)



 

     
         
        Get a Quote for 
 Customer Name 

Customer Email 

Phone Number 

Comment 


Submit


 
 


    	
            Connect with us

            
                
                    
                        
                        
                    
                
                
                    
                        
                        
                    
                
                
                    
                        
                        
                    
                
                
                    
                        
                        
                    
                
            

        
	
            Contact Us

            
               Contact Page
            

        
	
            Phone

            
                +44 (0) 1761 231 320
            

        
	
            Sign up and get 10% off!

             Newsletter
Enter Newsletter (10% Off 1st Purchase) 

Subscribe





        








    	
            Customer Service

            	Testimonials
	How to order
	Where is my order?
	Problem with my order
	[image: payment methods]


        
	
            Learn More

            	About Us
	Our Blog
	Find Us


        
	
            Policies

            	Returns
	Terms and Conditions
	WEEE Compliance
	Copyright Information
	Cookies Policy
	Privacy Policy


        
	
            Active Robots Retail

            
                    17 Bath Business Park

                    The Industrial Quarter

                    Peasedown St John

                    Bath, Somerset

                    BA2 8SF

                    Company No: 11619910

                    VAT Reg. GB307529992
     
            

        






	Privacy and Cookie Policy
	Search Terms
	Advanced Search
	Orders and Returns
	Contact Us
	Sitemap
	Site Map

 © 2023 Active Robots (Retail) Ltd.

   





[image: ]


 

   

    This website uses cookies to improve your experience. By clicking “Accept”, you consent to the use of ALL the cookies. However you may visit Cookie Settings to provide a controlled consent.


 
 Cookie Settings Accept


 
           
   Add to Wish List     Add to Compare 
 




